
 
  

 

General Installation Instructions (Glued Down Application)

Room Conditions
Temperature > 60ºF / Relative Humidity < 65%.  HVAC system
should be operational the room should be a conditioned space.  

5 lbs. per 1000 s/f /24hrs as measured via a Calcium Chloride test.
Gypsum based surfaces should be sealed prior to the application 
of  the ECOx2 underlayment. 

 

Perimeter Isolation 
 

Finished Flooring Installation

instructions.  The ECOx2  underlayment should be considered as a   
non-porous substrate when using with  water based  adhesives.

.

Warranty Information
AcoustiCORK ECOx2 o�ers a 10 Year Pro-Rated Residential Warranty 
This warranty covers the material cost of the undrerlayment and 
the �nished �ooring installed.  Contact us for details  

 

For more detailed installation instructions, or instructions for other 
installation methods, please contact us or visit our website at 
www.acousticorkusa.com.

www.acousticorkusa.com

 ECOx2
SOUND CONTROL UNDERLAYMENT

any pipes, columns and/or ductwork and the like protuding from  

-mended to maintain a  minimum of  a  1/4”  gap between  the  

isolation strip can  also be applied to these areas  and  then be 

maintain Perimeter Isolation, it is also important in areas where 
rigid baseboard or  trim  details  are to be used,   to maintain a 

Allow the ECOx2  underlayment   to  acclimate in the space it will be
installed in for approximatley 24 hours prior to installing.  Cut the roll 
material to the desired length and position in the space to be covered

Pull  back about one half of the length of the cut material and  using a 
properly sized V or U notched trowel,  apply one of the recommended 

Repeat this  process  with the other half of the sheet and roll it in both

entrapped air and to ensure  the underlayment is well adhered to the

underlayment sheets are tightly  butted  together, without any gaps.  
Note:  Open seams and gaps in the underlayment can “telegraph” 

should be installed as smoothly and as well seamed as  possible.    

Suggested Applications:
 

 MULTI-FAMILY HOUSING
 APARTMENTS / CONDOS
 MILITARY HOUSING
 SENIOR LIVING FACILITIES
 STUDENT DORMATORIES
 HOTELS / HOPSITALITY

Vinyl Plank Flooring 

Flooring Adhesive

1.9mm ECOx2 Underlayment 

The following installation instructions  are  recommended  by 

manufacturers.

IMPACT SOUND REDUCTION 
  UNDERLAYMENT FOR GLUED 
  DOWN & FLOATING LVT PRODUCTS

Applying ECOx2 to the Sub�oor (Glued Down LVT)

ECOx2 underlayment into the 

For �oating LVT Plank installations, the ECOx2 underlayment can
be loose laid on the sub�oor, with the seams tightly butted together 
taped. 

Applying ECOx2 to the Sub�oor (Floating LVT Planks)


